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Road Maintenance Management Plan 

1. Introduction 

The purpose of this Road Maintenance Management Plan (RMMP) is to provide a structured 
approach to the inspection, maintenance, and management of the road network within the 
Shire. This framework ensures the provision of a safe, accessible, and sustainable road 
system that supports economic activity and community well-being. 

The Shire of Kent covers an area of 6,534 square kilometres in the Great Southern of 

Western Australia. Council road network comprises of 154km’s sealed roads and 1,174km’s 

of unsealed roads.  

2. Purpose 

This RMMP outlines the responsibilities of road users, workers, and the local government in 
maintaining and managing the road network. It sets standards for inspection, maintenance, 
and repair, ensuring compliance with legislative requirements and best practices. 

3. Background 

The Shire manages a road network comprising both sealed and unsealed roads. These 
roads serve as critical links for agricultural transport, emergency services, and general 
community mobility.  

The road network is maintained in accordance with funding allocations from local, state, and 
federal sources, as well as adherence to regulatory requirements under the Local 
Government Act 1995 and the Main Roads Act 1930. 

3. Road Hierarchy 

The Shire of Kent Road Hierarchy (appendix 1) consists of six category types: 

CODE CLASSIFICATION BRIEF DESCRIPTION 
PD Primary Distributer  Managed by Main Roads Western Australia 
RD Regional Distributer  Roads linking regional transport routes 
LDA Local Distributer A Connection to regional distributer roads 
LDB Local Distributer A Connection to local distributer A and local access roads 
AA Access A provides access to local distributer roads,  property access and 

town streets 
AB Access B provides mainly for property access includes no through roads 

 

A full register of roads can be found at appendix 2. The listing is to be reviewed on an annual 

basis to ensure new school bus routes are categorised correctly.  

4. Exceptional Circumstances  

Council will strive to fulfill its commitments outlined in the Plan; however, certain situations 
may arise that impact its ability to maintain the specified service levels. These circumstances 
may include, but are not limited to, natural disasters such as fires, floods, or storms, as well 
as extended shortages of labour or resources. In such cases, Council may need to reassign 
staff, contractors, or equipment to address higher-priority needs elsewhere. 

  



5. Exclusions  

The Plan does not address recurrent works that are programmed regardless of hazards and 
defects.  

The Plan does not address capital investment or upgrade decisions of Council to upgrade 
the standard of a road or change its classification in the road hierarchy. 

Other matters that are outside the scope of the Plan are roads that are managed by Main 
Roads Western Australia, other state departments and government authorities and private 
roads and private assets. 

6. Duty of Road Users 

Under the Road Traffic Code 2000, road users have a duty to: 

 Drive safely and in accordance with road conditions. 
 Observe road signage and speed limits. 
 Report hazardous road conditions to the local government. 
 Avoid activities that may cause damage to the road network. 

7. Duty of Workers 

Shire employees and contractors responsible for road works must: 

 Comply with work health and safety regulations. 
 Follow traffic management plans and road work signage protocols. 
 Use appropriate materials and techniques for road construction and maintenance. 
 Ensure road works minimise disruption to traffic and community activities. 

8. Standards for Inspection 

Routine road inspections will be conducted as follows: 

 Sealed Roads: Inspected at least annually, with additional inspections following 
severe weather events. 

 Unsealed Roads: Inspected biannually, with ad-hoc inspections during peak 
agricultural seasons. 

 School Bus Routes: Inspected bi-monthly. 

The main reasons for inspection of road assets are:  

 To identify defects and act to minimise the risk of injury to the asset users; and  

 To identify defects in time and repair to prevent premature failure of assets and 
minimise the financial impact to the community.  

9. Standards for Maintenance and Repair 

Council has determined standards in relation to the condition to be achieved in maintenance 
and repair of roads, pathways and other road infrastructure.  

If an urgent or high-risk situation is detected during Council’s routine maintenance 
inspections or through another inspection process, Council will promptly take necessary 
action to minimise the risk of an incident. This may include implementing appropriate 
warnings until the required maintenance or repairs are completed. Such works may be 
classified as emergency repairs. 



If a reported hazard requires maintenance on a road, carpark, kerb, or footpath and 
immediate repairs are not practical or feasible, temporary measures may be implemented to 
mitigate or draw attention to the risk for road users. These measures may include: 

 Minor physical works 

 Marking the hazard with appropriate signage, barricades, or visually distinctive 
pavement markings, along with regular site inspections. 

9.1 Sealed Roads 

 Potholes: Repaired within 14 days of identification. 
 Edge Breaks & Resealing: Addressed as part of scheduled maintenance programs. 
 Shoulder Grading: Conducted bi-annually to prevent pavement failure.  

9.2 Unsealed Roads 

 Maintenance Grading: based on road categories:- 
o Local Distributor A (LDA): up to 3 times per year  
o Local Distributor B (LDB): up to 2 times per year  
o Access Road A (AA): once per annum   
o Access Road B (AB): once bi-annually.   

 Culvert Maintenance: Inspected annually. 

10. School Bus Route Safety and Management  

The Shire is committed to ensuring the safety and accessibility of all school bus routes within 
its road network. To maintain a high standard of safety for students and drivers, school bus 
routes will be: 

 Automatically Categorised as LDA Routes – All designated school bus routes will 
be classified under the LDA category to reflect their importance and prioritisation for 
maintenance. 

 Reviewed Annually – A formal review of all school bus routes will be conducted at 
the beginning of each school year to assess road conditions, identify hazards, and 
implement necessary maintenance or improvements. 

 Safety-Focused Maintenance – Regular inspections and prompt repairs will be 
undertaken to address any issues that may impact the safety of school bus travel, 
including surface conditions, visibility, and roadside hazards. 

This proactive approach ensures the ongoing safety and reliability of school bus routes for 
local students. 

11. System for Managing Service Requests  

Regardless of the method in which they are received, service requests are entered into 

Council’s Customer Request System to ensure they are actioned in accordance with the 

service standards nominated in this plan. This system enables the request to be 

automatically directed to the responsible team for inspection and if a defect exists 

programming of the necessary rectification works in accordance with the response times 

specified. 

  



The current customer service request system utilised can be accessed by completing a CSR 

via Council’s website https://www.kent.wa.gov.au/services/customer-service-requests/ or 

alternatively by contacting Shire of Kent Administration and staff will complete on the 

customers behalf.  

Once requests are received, they are recorded and acknowledged and then forwarded to the 

Manager Infrastructure for review. Outstanding requests are reported on monthly basis to 

the Executive Lead Team.  

12. Road Defect Response Time   

The table below outlines the required response times based on the severity of reported road 

defects to ensure timely assessment and maintenance.  

Defect 
Severity 

Example Issues Initial 
Response 
Time 

Timeframe for 
Repairs 

Critical 
(Emergency) 

Major potholes causing safety hazards, road 
collapse, flooding, fallen trees blocking the road  

Within 24 
hours 

As soon as 
possible, typically 
within 48 hours 

High Priority  Large potholes, severe edge drop-offs, significant 
drainage failures, severe corrugations  

Within 3 
working 
days  

Within 10 working 
days 

Medium 
Priority  

Moderate potholes, surface cracking, minor 
drainage issues, moderate corrugations, signage 
damage 

Within 7 
working 
days 

Within 30 working 
days 

Low Priority  Minor surface wear, minor corrugations, faded line 
markings, minor vegetation encroachment.  

Within 14 
working 
days 

As resources allow, 
typically within 90 
working days 

All reported road defects will be assessed by the Shire, and priority will be determined based 

on risk to road users, traffic volume, and available resources  

13. Standards and Guidelines 

This plan aligns with the following legislative and regulatory guidelines: 

 Local Government Act 1995 – Governs local government responsibilities in road 
management. 

 Main Roads Act 1930 – Outlines state government responsibilities and funding 
mechanisms. 

 Road Traffic Act 1974 – An act to establish regulations for vehicle operation, traffic 
management, and related matters.  

 Austroads Guidelines – Provides best practices for road maintenance and traffic 
management. 

 Main Roads WA Road Hierarchy – Determines road classification and maintenance 
priority. 

 Work Health and Safety Act 2020 – Ensures the safety of workers and road users 
during maintenance activities. 

14. Review and Continuous Improvement 

This RMMP will be reviewed every four years or as required based on legislative changes, 
funding availability, or significant changes in road network conditions. 

By implementing this framework, the Shire ensures the effective and responsible 
management of its road assets, enhancing safety, accessibility, and efficiency for all road 
users. 



ROAD HIERARCHY FOR WESTERN AUSTRALIA  

ROAD TYPES AND CRITERIA (see note 1) extracted from Main Roads https://www.mainroads.wa.gov.au/globalassets/technical-commercial/planning-

development/road-hierarchy-criteria.pdf?v=4a1d69  

CRITERIA 
PRIMARY 
DISTRIBUTOR (PD) 
(see Note 2) 

REGIONAL 
DISTRIBUTOR (RD) 

LOCAL 
DISTRIBUTOR A 
(LDA) 

LOCAL 
DISTRIBUTOR B 
(LDB) 

ACCESS ROAD A 
(AA) 

ACCESS ROAD B 
(AB) 

Primary Criteria – a road, or road section, must meet all of these criteria to qualify for the category.  

1. Location (see Note 
3) 

All of WA incl. BUA Only Non Built Up 
Area (see Note 4) 

All of WA – Built Up 
Areas 

All of WA – Non Built 
Up Areas  

All of WA  All of WA – Non Built 
Up Areas 

2. Responsibility  Main Roads Western 
Australia  

Local Government Local Government Local Government Local Government Local Government 

3. Degree of 
Connectivity  

High – connects to 
other Primary and 
Distributor roads.  

High – connects to 
Primary and / or other 
Distributor roads. 

Medium – Minor 
network role connects 
to Distributors and 
Access roads.  

Medium – Minor 
network role connects 
to Distributors and 
Access roads. 

Low – provides access 
to local distributor 
roads, property access 
and town streets.   

Low – provides mainly 
for property access 
includes no through 
roads.  

4. Predominant 
Purpose  

Movement of inter-
regional and / or cross 
town / city traffic, e.g. 
freeways, highways 
and main roads.  

Roads linking 
significant destinations 
and designed for 
efficient movement of 
people and goods 
between and within 
regions.  

Movement of traffic 
within local areas and 
connect access roads 
to higher order 
Distributors.  

Movement of traffic 
within local areas and 
connect access roads 
to higher order 
Distributors. 

Movement of traffic 
within local areas and 
connect access roads 
to higher order 
Distributors. 

Provision of vehicle 
access to abutting 
properties. 

Secondary Criteria – these criteria are provided as indicators of the likely characteristics of a road designated under a particular road type. Ideally, a road should have all these 
characteristics, but it is recognised that is unlikely to occur in a number of instances, particularly for traffic volumes in rural areas.  

5. Indicative Traffic 
Volume (AADT) 

In accordance with 
Classification 
Guidelines.  

Greater than 150 vpd Up to 150 vpd Up to 100 vpd  Up to 75 vpd Up to 30 vpd 

6. Recommended 
Operating Speed 

60 – 110 km/h 
(depending on design 
characteristics) 

50 – 110 km/h 
(depending on design 
characteristics) 

50 – 60 km/h (desired 
speed) 

60 – 110 km/h 
(depending on design 
characteristics) 

50 – 110 km/h 
(depending on design 
characteristics) 

50 – 110 km/h 
(depending on design 
characteristics) 

7. Heavy Vehicles 
Permitted 

Yes Yes Yes, but preferably 
only to service 
properties.  

Yes, but preferably 
only to service 
properties. 

Only to service 
properties.  
 

Only to service 
properties.  
 

8. Intersection 
Treatments  

Controlled with 
appropriate measures 
e.g. high speed traffic 
management, signing, 
line marking, grade 
separation.  

Controlled with 
measures such as 
signing and line 
marking of 
intersections.  

Controlled with 
measures such as 
signing.  

Controlled with 
measures such as 
signing. 

Self controlling with 
minor measures.  

Self controlling with 
minor measures.  



CRITERIA PRIMARY 
DISTRIBUTOR (PD) 
(see Note 2) 

REGIONAL 
DISTRIBUTOR (RD) 

LOCAL 
DISTRIBUTOR A 
(LDA) 

LOCAL 
DISTRIBUTOR B 
(LDB) 

ACCESS ROAD A 
(AA) 

ACCESS ROAD B 
(AB) 

9. Frontage Access None on Controlled 
Access Roads. On 
other routes, 
preferably none, but 
limited access is 
acceptable to service 
individual properties.  

Prefer not to have 
property access. 
Limited commercial 
access, generally via 
lesser roads.  

Yes, prefer to limit 
whenever possible. 
Side entry is preferred.  

Yes, prefer to limit 
whenever possible. 
Side entry is preferred. 

Yes Yes 

10. Pedestrians  Preferably none. 
Crossing should be 
controlled where 
possible.  

Measures for control 
and safety such as 
careful placement of 
school bus stops and 
rest areas.  

Yes, with minor safety 
measures where 
necessary.  

Yes, with minor safety 
measures where 
necessary. 

Yes Yes 

11. Buses Yes Yes Yes Yes If necessary (see Note 
5) 

If necessary (see Note 
5) 

12. On-Road Parking No – emergency 
parking on shoulders 
only.  

No – emergency 
parking on shoulders – 
encourage parking in 
off road rest areas 
where possible.  

Yes, where sufficient 
width and sight 
distance allow safe 
passing.  

No – emergency 
parking on shoulders 
only. 

Yes, where sufficient 
width and sight 
distance allow safe 
passing. 

Yes, where sufficient 
width and sight 
distance allow safe 
passing. 

13. Signs & Line 
marking  

Centrelines, speed 
signs, guide and 
service signs to 
highway standard.  

Centrelines, speed 
signs and guide signs.  

Speed and guide 
signs.  

Speed and guide 
signs.  

Guide signs.  Guide signs.  

14. Rest Areas / 
Parking Bays  

In accordance with 
Main Roads’ Roadside 
Stopping Places 
Policy.  

Parking Bays / Rest 
Areas, desired at 
60km spacing.  

Not applicable.  Not applicable.  Not applicable.  Not applicable.  

 



DEFINITIONS:  

Built Up Areas  See note 3 below. The criteria was provided by Clive Shepherd from the Western 
Australia Local Government Grants Commission (WALGGC 

Primary Criteria  A road, or road section, must meet all of these criteria to qualify for the category. 

Secondary Criteria  These criteria are provided as indicators of the likely characteristics of a road 
designated under a particular road type. Ideally, a road should have all these 
characteristics, but it is recognised that is unlikely to occur in a number of 
instances, particularly for traffic volumes in rural areas 

vpd vehicles per day  

 

NOTES: 

1. The type designated to each road should represent the role that the road is intended to perform. It 

may not necessarily reflect the current conditions on the road.  

2. Declared Roads under the Main Roads Act (‘highways’ and ‘main roads’).  

3. Built Up Areas (as defined by WALGGC) are identified because roads within them generally involve 

greater expenditure than roads in non built up areas. This is because roads in built up areas:  

 

 Have high traffic volumes;  

 Have large numbers of intersections, necessitating intersection treatments, pavement 

markings, signs etc;  

 Require kerbing for traffic control and or drainage;  

 Require an asphalt surface where traffic volumes are high, or where noise reduction is 

important;  

 Require underground drainage because surface drainage is impractical;  

 Involve high cost of service alterations during reconstruction;  

 Involve high costs because road works have to be carried out under heavy traffic.  

 

4. Except where the Regional Distributor is passing through, or terminating in a town.  

5. Buses may need to use Access Roads in some instances e.g. Rural areas for school buses  

 

DESCRIPTION OF ROAD HIERARCHY  

Primary Distributors (PD): Provide for major regional and inter-regional traffic movement and carry large 

volumes of generally fast moving traffic. Some are strategic freight routes and all are State Roads. They are 

managed by Main Roads Western Australia. 

Regional Distributor (RD): Roads that are not Primary Distributors but which link significant destinations and 

are designed for efficient movement of people and goods within and beyond regional areas. They are 

managed by the local government. 

Local Distributor A (LA): Roads that carry traffic within a cell and link Regional Distributors at the boundary, 

to access roads. These roads should accommodate buses and trucks. They are managed by the local 

government. 

Local Distributor B (LB): Roads that carry traffic within a cell and link Local Distributor A roads, to access 

roads. The route of Local Distributors B should discourage through traffic. These roads should accommodate 

buses, but discourage trucks. They are managed by the local government. 

Access A (AA): Provide access to local distributor roads and abutting properties with amenity, safety and 

aesthetic aspects having priority over the vehicle movement function. They are managed by the local 

government. 

Access B (AB): Provide access to abutting properties with amenity, safety and aesthetic aspects having 

priority over the vehicle movement function. They are managed by the local government. 

 



PRIMARY DISTRIBUTOR (PD)

Road Name Length Category Code Category Name Notes

Pingrup Lake Grace Road 21.4 PD Primary Distributor Main Roads

Chesterpass Road 21.57 PD Primary Distributor Main Roads

Katanning Nyabing Road 61 PD Primary Distributor Main Roads



REGIONAL DISTRIBUTOR (RD)

Road Name Length Category Code Category Name Notes

Adams Rd 2.53 RD Regional Distributor

Dumbleyung - Nyabing Rd 23.78 PD Primary Distributor

Gnowangerup - Kwobrup Rd 20.92 RD Regional Distributor

Jolley Rd 1.57 RD Regional Distributor

Kukerin Rd 17.98 RD Regional Distributor

Lake Magenta Rd 3.79 RD Regional Distributor

Newdegate - Pingrup Rd 41.13 PD Regional Distributor

Ongerup - Pingrup Rd 30.05 RD Regional Distributor



SCHOOL BUS ROUTES (SBR)

Road Name Length Category Code Category Name

Badgers Rd 13.8 AB Cat B - Access Road

Batt Rd 9.42 AA Cat A - Access Road

Beagley Rd 17.02 AA Cat A - Access Road

Browne Rd 6.95 AB Cat B - Access Road

Challis Rd 15.52 AA Cat A - Access Road

Chinocup Rd 21.62 AA Cat A - Access Road

Crosby Rd 3.54 AB Cat B - Access Road

Dualling Rd 21.63 LDA Cat A - Local Distributor 

Dumbleyung - Nyabing Rd 23.78 PD Regional Distributor

Gillis Rd 11.39 AA Cat A - Access Road

Goodchild Rd 6.92 AA Cat A - Access Road

Hattwell Rd 6.6 AB Cat B - Access Road

Hobart Rd 3.06 AA Cat A - Access Road

Humphries Rd 8.76 AA Cat A - Access Road

Kukerin Rd 17.98 RD Regional Distributor

Kuringup South Rd 14.8 LDB Cat B - Local Distributor

McLaren Rd 9.14 AA Cat A - Access Road

Merilup Rd 13.93 AA Cat A - Access Road

Needilup North Rd 43.1 LDA Cat A - Local Distributor 

Neve Rd 17.75 AA Cat A - Access Road

Newdegate - Pingrup Rd 41.13 PD Primary Distributor

North Fence Rd 13.09 LDA Cat A - Local Distributor 

North Kuringup Rd 23.66 LDA Cat A - Local Distributor 

North Kwobrup Rd 10.1 AA Cat A - Access Road

Nyabing South Rd 30.41 LDA Cat A - Local Distributor 

Ongerup - Pingrup Rd 30.05 RD Regional Distributor

Radunovich Road 1.78 AB Cat B - Access Road

Range Rd 23.45 LDA Cat A - Local Distributor 

Tuffley Rd 10.02 AB Cat B - Access Road

Warnaminup Rd 4.66 AB Cat B - Access Road



LOCAL DISTRIBUTOR A (LDA)

Road Name Length Category Code Category Name Notes

Dualling Rd 21.63 LDA Cat A - Local Distributor 

East Rd 44.52 LDA Cat A - Local Distributor 

Kuringup Rd 16.32 LDA Cat A - Local Distributor 

Manuel Rd 7.86 LDA Cat A - Local Distributor 

Needilup North Rd 43.1 LDA Cat A - Local Distributor 

North Fence Rd 13.09 LDA Cat A - Local Distributor 

Nyabing South Rd 30.41 LDA Cat A - Local Distributor 

Range Rd 23.45 LDA Cat A - Local Distributor 

Rasmussen Rd 23.78 LDA Cat A - Local Distributor 

Ryans Rd 28.89 LDA Cat A - Local Distributor 

South Fence Rd 35.83 LDA Cat A - Local Distributor 

Steele Rd 21.89 LDA Cat A - Local Distributor 



LOCAL DISTRIBUTOR B (LDB)

Road Name Length Category Code Category Name Notes

Kuringup South Rd 14.8 LDB Cat B - Local Distributor

North Kuringup Rd 23.66 LDB Cat B - Local Distributor 

Paterson Rd 11.58 LDB Cat B - Local Distributor

Peterson Rd 16.77 LDB Cat B - Local Distributor

Wallacup Rd 20.41 LDB Cat B - Local Distributor

Warren Rd 13.04 LDB Cat B - Local Distributor



ACCESS A (AA)

Road Name Length Category Code Category Name Notes

Batt Rd 9.42 AA Cat A - Access Road

Beagley Rd 17.02 AA Cat A - Access Road

Bishop Rd 23.5 AA Cat A - Access Road

Bowra Rd 26.56 AA Cat A - Access Road

Challis Rd 15.52 AA Cat A - Access Road

Chinocup Rd 21.62 AA Cat A - Access Road

Cowcher Rd 19.78 AA Cat A - Access Road

Day Rd 9.7 AA Cat A - Access Road

Duncombe Rd 13.34 AA Cat A - Access Road

Farr Rd 5.89 AA Cat A - Access Road

Featherstone Rd 12.87 AA Cat A - Access Road

Fewson Rd 6.71 AA Cat A - Access Road

Gillis Rd 11.39 AA Cat A - Access Road

Goodchild Rd 6.92 AA Cat A - Access Road

Guelfi Rd 6.89 AA Cat A - Access Road

Gypsum Access Rd 10.23 AA Cat A - Access Road

Hobart Rd 3.06 AA Cat A - Access Road

Hollands Tank Rd 18.27 AA Cat A - Access Road

Humphries Rd 8.76 AA Cat A - Access Road

Lake Bryde Rd 13.64 AA Cat A - Access Road

Lockhart North Rd 10.14 AA Cat A - Access Road

Martens Rd 13.31 AA Cat A - Access Road

McLaren Rd 9.14 AA Cat A - Access Road

Merilup Rd 13.93 AA Cat A - Access Road

Mindarabin Rd 3.7 AA Cat A - Access Road

Moornaming South Rd 16.55 AA Cat A - Access Road

Neve Rd 17.75 AA Cat A - Access Road

North Kwobrup Rd 10.1 AA Cat A - Access Road

Whyatt Rd 18.58 AA Cat A - Access Road



ACCESS B (AB)

Road Name Length Category Code Category Name Notes

Addis Rd 4.84 AB Cat B - Access Road

Badgers Rd 13.8 AB Cat B - Access Road

Beattie Rd 2.89 AB Cat B - Access Road

Big Lake Rd 1.95 AB Cat B - Access Road

Boongadoo North Rd 12.6 AB Cat B - Access Road

Boongadoo South Rd 7.2 AB Cat B - Access Road

Browne Rd 6.95 AB Cat B - Access Road

Charsley Rd 1.07 AB Cat B - Access Road

Cheetham Rd 2.48 AB Cat B - Access Road

Collins Rd 5.63 AB Cat B - Access Road

Crosby Rd 3.54 AB Cat B - Access Road

Cusack Rd 3.02 AB Cat B - Access Road

Davies Rd 5.95 AB Cat B - Access Road

De La Cour Rd 2.22 AB Cat B - Access Road

Dicks Rd 5.8 AB Cat B - Access Road

Ditchburn Rd 8.85 AB Cat B - Access Road

Dixon Rd 9.47 AB Cat B - Access Road

Dunnart Rd 8.84 AB Cat B - Access Road

Eddies Rd 1.53 AB Cat B - Access Road

Emery Rd 1.65 AB Cat B - Access Road

Garlick Rd 2.06 AB Cat B - Access Road

Garry Rd 1.69 AB Cat B - Access Road

Glen Rd 1.9 AB Cat B - Access Road

Grant Williams Rd 10.68 AB Cat B - Access Road

Grays Rd 8.51 AB Cat B - Access Road

Harris Rd 5.12 AB Cat B - Access Road

Harvey Rd 5.48 AB Cat B - Access Road

Hassett Rd 1.73 AB Cat B - Access Road

Hattwell Rd 6.6 AB Cat B - Access Road

Haywood Rd 4.84 AB Cat B - Access Road

Holmes Rd 3.02 AB Cat B - Access Road

Johnstons Rd 6.26 AB Cat B - Access Road

Lee Rd 3.6 AB Cat B - Access Road

Lofgrens Rd 4.87 AB Cat B - Access Road

McDonald Rd 2.16 AB Cat B - Access Road

McDougalls Rd 10.79 AB Cat B - Access Road

Mills Rd 4.98 AB Cat B - Access Road

Mortvale Rd 4.63 AB Cat B - Access Road

Murray Rd 1.21 AB Cat B - Access Road

Nagel Rd 4.41 AB Cat B - Access Road

North Moornaming Rd 4.24 AB Cat B - Access Road

Owens Rd 1.77 AB Cat B - Access Road Road is Closed

Phillips Rd 3.86 AB Cat B - Access Road

Quartermaine Rd 14.13 AB Cat B - Access Road

Radunovich Road 1.78 AB Cat B - Access Road

Ramm Rd 1.24 AB Cat B - Access Road

Reeves Rd 4.62 AB Cat B - Access Road



Road Name Length Category Code Category Name Notes

Robson Rd 2.24 AB Cat B - Access Road

Rock Dam Rd 6.02 AB Cat B - Access Road

Rosenburg Rd 5.18 AB Cat B - Access Road

Seaton Ross Rd 3.58 AB Cat B - Access Road

Shields Rd 2.98 AB Cat B - Access Road

Skipsey Rd 2.7 AB Cat B - Access Road

Smith Rd 2.58 AB Cat B - Access Road

Solly Rd 1.59 AB Cat B - Access Road

Sproxton Rd 5.76 AB Cat B - Access Road

Stephens Rd 13.01 AB Cat B - Access Road

Sutherland Trk 13.94 AB Cat B - Access Road

Tees Rd 5.86 AB Cat B - Access Road

Thomas Rd 9.9 AB Cat B - Access Road

Thomson Rd 5.43 AB Cat B - Access Road

Titicup Rd 11.93 AB Cat B - Access Road

Townsend Rd 6.62 AB Cat B - Access Road

Tranter Rd 3.81 AB Cat B - Access Road

Tuffley Rd 10.02 AB Cat B - Access Road

Ward Rd 5.02 AB Cat B - Access Road

Warnaminup Rd 4.66 AB Cat B - Access Road

Watson Rd 3.63 AB Cat B - Access Road

Wilson Rd 4.98 AB Cat B - Access Road

Wood Rd 4.75 AB Cat B - Access Road

Yates Rd 5.74 AB Cat B - Access Road

Zwecks Rd 12.31 AB Cat B - Access Road




